How to use the ProDriver Reprogramming Software Tool
Items required for use:

· ProDriver Reprogramming Software

· DDEC Multilink Translator or a NEXIQ USB-Link
· Serial cable to connect the pc to the DDEC Multilink Translator or a USB cable to connect the pc to the NEXIQ USB-Link.
· ProDriver device

· Wiring harness to connect the ProDriver device to either the DDEC Multilink Translator or the NEXIQ USB-Link.
· PD2k.BIN file contains the ProDriver software version 1.12.  After the program is installed, this file needs to be downloaded and copied to C:\Program Files\Detroit Diesel\ProDriver Reprogramming Software.  This is done automatically by selecting the PD2K.bin self-extracting file on the DDCSN website.
How to start the software:

1. On the Windows Start menu, navigate to the Detroit Diesel menu and click the ProDriver Reprogramming Software menu item.
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2. The following window should display:
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How to use the software:
1. Click the combo box button to select the appropriate datalink adapter:
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2. Click the Reprogram… button and a dialog similar to the following should display:
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3. Click on the appropriate .bin file, then click Open. The following dialog should display:
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4. After the software finishes saving the existing configuration, the following dialogs, in order, will track the normal progress of the reprogramming operation:
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5. Press the final OK button and the main application window will return.

Notes:

· If a firmware download is canceled or fails before completion, the power will need to be cycled to the ProDriver before it can be successfully reprogrammed.
· For a ProDriver that is going through a first time programming or one that has been through a failed download, the following dialog will appear after the “Saving ProDriver Configuration”:
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This is normal and pressing the OK button will continue the process.

· Any number of error messages may display during the use of this software. Check all connections and/or cycle the power to the ProDriver, then retry.
How to check the ProDriver Reprogramming Software version:
· Click the Detroit Diesel icon on the left side of the title bar and the following menu should display:

[image: image10.png]=loix|

Sz
— Mirimize.
=N

X Close Alt+Fe

‘About ProDriver Reprogramming Software.




· Click the “About ProDriver Reprogramming Software” menu item to display a dialog box similar to the following:
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